Comsafe Diamant Super Premium

Certifications: Certified & approved, EN 1143-1, Class Ill (ECB-S).
UK Cash Rating: £ 35,000 Cash & £ 350,000 Content
(Always check with your insurance company).

Specifications:
- Burglary proof double walled safe for valuables and

documents;
Total thickness door 120 mm, walls 55 mm;
Three sided sliding locking bolts;
Outside hinges (door opens 180 9;
Lock protected against drilling;
Relocker;
Provisions for fitting alarm system;
Colour: light-grey (RAL 9022);
The larger models come with an Interior Safe (IT)
as a standard (can be taken out);
High-quality chrome Comsafe metal trimmings.

Standard Lock (DB-lock):
Double-bitted security key lock (2 keys supplied),
certified EN 1300 Class B.

Picture: DO 60 Premium
Optional:
- Telescopic — pull out - shelves;
Telescopic filing frame for suspension files;
Electronic lock (EL-lock ), certified EN 1300 Class B
(no mechanical emergency opening);
Mechanical combination lock (MC-lock ), certified EN 1300 Class B;
Preparation for burglar alarm system

Lock variations:

DB high security lock EL lock EN 1300 Class B Mechanical combination
EN 1300 Class B no mech. emerg. opening lock EN 1300 Class B

Specifications are subject to change (06.2010).




Model Art. Nr. | Art. Nr. | Art .Nr. | Exterior dim. (**) Interior dim. Door- Kg | Shelf # of Ltr
DB EL MC HXWxD (mm) HXWxD (mm) opening Bolts
(HXW)
DO 60 PREMIUM* T04906 | TO4907 | TO4908 670x510x510 537x394x352 537x394 | 165 1 8 74
DO 100 PREMIUM* T04909 | T04910 | T04911 | 990x510x510 857x394x352 857x394 | 225 2 9 119
DO 130 IT PREMIUM* | T04912 | TO4913 | TO4914 | 1320x680x510 1187x547x352 1187x547 | 430 3 10 229
DO 165 IT PREMIUM* | T0O4915 | T04916 | TO4917 | 1660x680x510 1527x547x352 1527x547 | 520 4 11 385
DOL 130 IT PREMIUM* | T04918 | TO4919 | T04820 | 1320x850x510 1187x717x352 1187x717 | 470 3 12 300
DOL 165 IT PREMIUM* | T04921 | T0O4922 | T04923 | 1660x850x510 1527x717x352 1527x717 | 595 4 13 385

(*): The models with “IT” come standard with an Interior Safe (can be taken out) / (**): Exterior Depth + 60 mm because of fittings.

Specifications are subject to change (06.2010).




